
Recessed mounted slim LED luminaire with complete diffuser
IMMACULATELED SLIM | CRCO 23

WIPRO LIGHTING
4POINT ADVANTAGES

Best-in-class LED 
technology

High efficiency, LM 80
compliant LEDs

Best quality LEDs through
proper binning for 
consistent colour, lumen
output and forward voltage

Options in colour
temperature

LIGHT SOURCE

Specially designed for
Indian power conditions

Best-in-class design
& manufacturing

Complies to SELV design 
standards ensuring safety

Uniform and glare-free
lighting

HET (High Efficiency
Translucence)
technology ensures
high optical efficiency

DRIVER OPTICS

Special design for effective
thermal management
ensures long service life
and consistent
performance of LEDs

THERMAL MANAGEMENT

aesthetic 
design

Sleek and seamless 
profile

edgelit 
technology

Best-in-class efficacy 
and light distribution

high energy
efficiency

Significant reduction in 
operating cost

excellent 
thermal 
management

Long service life and 
consistent performance

upto

50%
Energy Savings

CUSTOMER BENEFITS

upto

65%
Reduction in
Operating Cost

• Long Service Life

• Maintenance Free Operations

• Better Light Quality

• Ideal for Green Buildings

• Maintenance Free Operations

• Better Light Quality

• Ideal for Green Buildings

SUPERLATIVE SLIMNESS - 9mm
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IP20

CAT. NO. POWER (W) RATED INPUT CASE LOT

CRCO23R036HP65  36  240  0.16  04

VOLTAGE (V) CURRENT (AMP)

All dimensions are in mm. Tolerance ± 2mm

dimension drawings
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applications

Offices Hospitals Conference Areas Reception Areas Banks Lecture Halls

Rs.

Suitable for Armstrong, modular and POP* ceiling• Extruded aluminium white powder coated housing

• Edge lit optics from reflector+light guide panel+diffuser configuration

• Low wattage high efficient LEDs

• LED driver pre-wired up to terminal block

• Excellent heat dissipation through extruded aluminium housing

• Designed and manufactured to comply with IS 10322 part 5/Sec 1 1987

installationspecifications

electrical data

LED is an ever improving and evolving technology. Wipro is committed to bring you 
the best in LED technology. Data given is representative and can change.

*Please get in touch with Wipro Team on POP installation

2
YEARS
WARRANTY


