Skyline NXT

Product Specifications i=h Streetlight
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High efficiency up to
120 Lm/W

&
Energy saving ana
long life LED with

50,000 burning hours R N
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Polycarbonate lenses with
toughened glass diffuser

Guiding the way
at nights

The Skyline NXT LED streetlight seamlessly integrates into the

h | urban landscape, enlivening streets and ensuring safety. S 00 -
Detter Ther AT — With its sturdy design and uniform illumination,

results in sturdy performance It elevates outdoor spaces, promising an enhanced experience for all.




Detalls that make

all the difference S kyl ine NXT rojiss lighting

Optimised light distribution

High purity lenses reduce glare and ensure

even light distribution
&

| ED Streetlight

Rugged protection

Aluminum pressure die cast housing and glass diffuser
with silicon gasket prevents dust and water
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Bottom removable

Ease of maintenance by removing SS toggles

Easy installation

Skyline NXT

Complete assembly with LED, driver, and accessories | ) Streetl |g ali

pre-wired up to terminal block

APPLICATION AREAS
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Secondary roads Manufacturing plants  Perimeter lighting Campus Townships

ELECTRICAL DATA

Power (W)

Product Code +/-10%
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Rated Input Approx. Case Lot
Voltage (VAC) | Current* (Amp) Weight (Kg) (Nos.)

LRO9-781-XXX-57-XX 70 240 0.031 2.0 06
LR0O9-981-XXX-57-XX 80 240 0.035 2.0 06
LR09-102-XXX-57-XX 90 240 0.039 2.0 06
- LR09-112-XXX-57-XX 100 240  0.044 30 06 Ty z . -
LR0O9-122-XXX-57-XX 110 240 0.048 3.0 06 s e Lo o
S | . ! | I | : 100 — 120 490 190 74
LR0O9-132-XXX-57-XX 120 240 H 0.053 3.0 06
*Rated current will have tolerance as per IS 16104: 20 *For 5 years warranty, use SP suffix, replace with XX with SP All dimensions are in mm, tolerance +/-5 mm

*The approx. weight for variant in 70-90 W is 2.1 kg and 100-120 W is 3.1 kg
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